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Safety Concern
ELECTRIC
Main Electrical Panel Circuits

The electrical panel has circuit breaker(s) that are not properly
identified to which appliance/area that they control.  All circuit
breakers need to be properly labeled to identify which appliance/area
that they control.   Recommend full evaluation of system by a
licensed and competent electrician.

Grounding
The bonding-wire clamp for the plumbing system is loose.  The
bonding-wire should be securely attached to the plumbing before it
goes 5 feet into the house.  The bonding-wire clamp needs to be
properly connected to prevent the possibility of being shocked
through the metal plumbing piping.  Recommend further evaluation
and repairs by a competent licensed electrician.
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Safety Concern
Sub Panel Service Size

The pool equipment 30 AMP sub panel feed electrical connector has
braided wiring with several strands of wirers not inside the connector.
This decreases the gage size of the wire and increases the amount of
current through the remaining wires.  Recommend repairing the
connection as soon as possible.  Recommend further evaluation and
repairs by a competent licensed electrician.

LIGHTS & OUTLETS
Electrical Receptacles

Note:  The life span of a GFCI (Ground Fault Circuit Interrupter) outlet is approximately 10 years.
 
The laundry room east outlet(s) did not respond to the G.F.C.I. (Ground Fault Circuit Interrupter) electrical test. 
Recommend further evaluation and repairs by a competent electrician.

VEHICLE DOORS
Garage Door Automatic Openers

The garage door wall mounted push button is NOT at least five feet
above the standing surface (garage floor).  To help prevent small
children from operating the garage door opener the wall mounted
push button needs to be mounted at least five feet off the floor. 
Recommend further evaluation and repairs by an appropriate service
expert/contractor.
 
 
NOTE:  The garage door safety (auto) reverse and photoelectric eye
safety reverse sensors functioned properly at the time of the
inspection.
 
NOTE: The garage door has a means of manually detaching the door
from the door opener
Manual release handle (or gripping surface) is colored red and is
easily distinguished from the rest of the opener system
Manual release handle (or gripping surface) is easily accessible and
is no more than six feet above the garage floor
 
 
NOTE: The garage door has at least one working wall mounted push
button, and the push button is mounted in clear view of the door,
safely away from all moving parts.
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